
1 of 2 18292 Enterprise Lane | Huntington Beach | CA 92648www.ve1.com  |  support@ve1.com  |  sales@ve1.com  |  P: 714-842-3330

ITAR
COMPLIANT

ISO 9001
CERTIFIED

AS9100 D
CERTIFIED

VANGUARD ELECTRONICSVANGUARD ELECTRONICS

PL2 series

rev A

ELECTRICAL SPECIFICATIONS

COTS +

Inductance	Range	(uH) DCR	(Ohms) Current	Rating	(mA)
5.0 to 1000 0.050 to 9.60 80 to 1100

POWER INDUCTORS
HI-RELIABILITY

pl2 serieS
package A2

• Operating	Temperature: −55°C to +125°C
• Temperature Rise @ 90°C:	< 30°C
• Inductance drop at rated DC:	< 30%
• Dielectric	Withstanding	Voltage:	500 VAC 

• Resistance	to	Soldering	Heat:	275°C for 10 secs
• Different	electrical	values available	upon	request

MARKINGS: LASER ETCH OR INK
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SCHEMATIC

Pins 3 & 4 are N/C

FEATURES

• Ripple supressors
• Filter inductors
• Power supplies
• DC/DC converters

• Compact, low profile, ideal for automatic placement
• Temperature stable: ≤ 2% ΔL over operating range
• Terminations: Tin-lead
• Magnetically	shielded
• Welded internal connections, transfer molded package
• Moisture, Shock and Immersion Resistant
• Tape and Reel packaging available

APPLICATIONS



DATA TABLE
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VANGUARD ELECTRONICSVANGUARD ELECTRONICS

PL2 series

rev A

Vanguard	
P/N

Inductance
±10%
(uH)

DCR
max

(Ohms)

Rated
Current	

(mA)
PL2-01 5.0 0.050 1100
PL2-02 5.6 0.053 1050
PL2-03 6.8 0.056 990
PL2-04 8.2 0.065 895
PL2-05 10 0.085 810
PL2-06 12 0.09 745
PL2-07 15 0.10 663
PL2-08 18 0.13 595
PL2-09 20 0.14 570
PL2-10 22 0.15 540
PL2-11 25 0.19 510
PL2-12 27 0.20 497
PL2-13 30 0.21 470
PL2-14 33 0.22 447
PL2-15 39 0.24 406
PL2-16 47 0.33 373
PL2-17 50 0.34 358
PL2-18 56 0.45 344
PL2-19 68 1.00 308
PL2-20 75 1.05 294
PL2-21 82 1.33 284
PL2-22 100 1.48 255
PL2-23 120 1.62 232
PL2-24 150 1.80 208
PL2-25 180 2.48 190
PL2-26 200 2.61 180
PL2-27 220 2.74 172
PL2-28 250 2.92 161
PL2-29 270 3.02 155
PL2-30 300 3.17 147
PL2-31 330 4.39 140
PL2-32 390 4.72 129
PL2-33 470 5.20 117
PL2-34 500 5.33 114
PL2-35 560 5.67 107
PL2-36 680 7.96 97
PL2-37 750 8.35 93

Inductance measured at 10 kHz, 0.1 Vrms 

PL2-38 820 8.69 89
PL2-39 1000 9.60 80

POWER INDUCTORS
HI-RELIABILITY




